Digital Complexed

Panel Meter

DSP-M200, M200-C

Main Features

= MCU based complexed panel meter to indicate a various electrical factor
m 5 digit window for each factor group / Voltage, Current, Power—Frequency—Power Factor
® Measurement tollerance

— Voltage : £0.5%FS*2dgt — Current : £0.5%FS+2dgt — kKW, kWh : 0.5Class / IEC62053
— Frequency : +0.2% / 45Hz~65Hz — Power factor : £10° / Loadfactor ) 0.8

® |[ndication

+ 3 Phase Voltage
—Line:VA/VB,VB/VC,VC/VA —Phase:VA VB, VC - Average : Vavg

+ 3 Phase Current
—Line 1 1A, IBIC —Average : lavg

+ 3 Phse Power
— Apparent : KVA — Active : KW — Reactive : kVar

— Active / hour : KWh —Indication for accumulated kWh based on every 15 min

m Pulse output : terminal “03—04" = Pulse width : 200mS = Pulse term : 700mS
* Frequency(Hz)
» Power Factor

« Indicated factor is rotated every 3 sec unless a specific factor is fixed

m Possible to check if incoming line is phase loss state or not
— “PL" is flickering in “voltage” window for incoming voltage line

— “PLC" is flickering in “current” window for incoming current line

— Alarmed output(07—08/1a) is closed in order to operate a contactor, bell, Lamp, other relay,etc
m Digital communication : DSP—-M200—C

— M—-200-C,M-200-VA-C Type
— Management Software through PC : “samdsp_m200”



Indication

m Power Factor
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Order Form

Reference Code

« Panel Cutting Size : 116 X 126

Description

Panel Flush Mounting Type, Control Voltage : 20VAC, 50/60Hz,
Indication : Voltage/Current/Power/Frequency/Power Factor

Panel Flush Mounting Type, Control Voltage : 20VAC, 50/60Hz,
Indication : Voltage/Current/Power/Frequency/Power Factor, R485

DSP-M200

DSP-M200-C
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