
DSP-G2H

Main Features

■Limitation for heat sink temperature rising : Embedded Thermal Protector

  •10A / 20A : 1 Channel output / Close → Open

  •30A / 40A / 50A : 2 Channel Output(Ch1 : 60OC / AT, Ch2 : 80OC / OT) / Close → Open

■Slim Type 1P-2 Circuit Open / Close

■ Zero Crossing Operation

■Over Temperature Trip Output : 1b(SPST) / Resistive 3A

■Optimized Heat Sink Capacity

■Input State Indication : LED

■Convenient installation : Screw or DIN rail

■Specification for Each Type

Item Control Voltage Load Voltage Load Current(Max) Temperature Protection

WKS-1210G2H04T

10~26VDC

20~280VAC

10A
80℃

WKS-1220G2H04T 20A

WKS-1230G2H04T 30A

•Alarm temperature : 60℃

•Over temperature : 80℃
WKS-1240G2H04T 40A

WKS-1250G2H04T 50A

WKS-1310G2H04T

50~380VAC

10A
80℃

WKS-1320G2H04T 20A

WKS-1330G2H04T 30A

•Alarm temperature : 60℃

•Over temperature : 80℃
WKS-1340G2H04T 40A

WKS-1350G2H04T 50A

Solid State Relay



Application Sequence Diagram

Order Form

Reference Code Description

WKS-1210G2H04T
•Solid State Relay, 1P-2 Circuit, Operating Current : 10A
•Input : DC 10~26V, Output : AC20~280V

WKS-1220G2H04T
•Solid State Relay, 1P-2 Circuit, Operating Current : 20A
•Input : DC 10~26V, Output : AC20~280V

WKS-1230G2H04T
•Solid State Relay, 1P-2 Circuit, Operating Current : 30A

•Input : DC 10~26V, Output : AC20~280V

WKS-1240G2H04T
•Solid State Relay, 1P-2 Circuit, Operating Current : 40A

•Input : DC 10~26V, Output : AC20~280V

WKS-1250G2H04T
•Solid State Relay, 1P-2 Circuit, Operating Current : 50A

•Input : DC 10~26V, Output : AC20~280V

WKS-1310G2H04T
•Solid State Relay, 1P-2 Circuit, Operating Current : 10A

•Input : DC 10~26V, Output : AC50~380V

WKS-1320G2H04T
•Solid State Relay, 1P-2 Circuit, Operating Current : 20A

•Input : DC 10~26V, Output : AC50~380V

WKS-1330G2H04T
•Solid State Relay, 1P-2 Circuit, Operating Current : 30A

•Input : DC 10~26V, Output : AC50~380V

WKS-1340G2H04T •Solid State Relay, 1P-2 Circuit, Operating Current : 40A

•Input : DC 10~26V, Output : AC50~380V

WKS-1350G2H04T
•Solid State Relay, 1P-2 Circuit, Operating Current : 50A

•Input : DC 10~26V, Output : AC50~380V

■ WKS-1210G2H04T, 1310G2H04T,  

1220G2H04T, 1320G2H04T

■ WKS-1230G2H04T, 1330G2H04T, 1240G2H04, 

1340G2H04T, 1250G2H04, 1350G2H04T

D I G I TA L  S TA N D A R D  P R O T E C T I O N
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