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Specification
30 50 80 120

200mA

1.5mA

100 250 600 1000

-25。C ~ +70。C

-35。C ~ +80。C

AC 2000V, 1min

DC 500V, 10MOhm

50/60Hz

10%

Screw Fix

170 215 345 700

Order Form

Item Reference
Code

Inner
Diameter
(mm)

ZCT

30

50

80

120

DSP-ZCT-30N

DSP-ZCT-50N

DSP-ZCT-80N

DSP-ZCT-120N
80

50

30

Zero Phase Current Transformer

Inner Diameter

Z.P.PrimaryCurrent

Z.P.Secondary Current

Primary Current

Operating Temperature

Storage Temperature

High Potential Test

Insulation Resistance

Operating Frequency

Error Tolerance

Installation

Weight



18

New Leader! Motor Protection Relay

Digital Motor Protection Relay

전자식 모터보호 계전기

D I G I TA L  S TA N D A R D  P R O T E C T I O N

“모터보호 계전기의 New Leader”
·운영 효율성 향상   ·설비 가동률 향상   ·예지 예방 보전 향상

D I G I TA L  S TA N D A R D  P R O T E C T I O N

삼화DSP : 경기도 군포시 엘에스로 91번길  69(금정동 693-2 청산빌딩 3층)
TEL : 031-454-3551 / FAX : 031-454-3552

대구지사 : 대구광역시 북구 유통단지로 16, 18동 9~10호(산격동, 유통단지 산업용재관)
TEL : 053-604-1341 / FAX : 053-604-1343www.samwhadsp.com / E-mail : samwha@samwhadsp.com
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DSP-ZCT
 (Zero Phase Current Transformer)

(120)

Zero Phase Current Transformer


